Fixed Disc Bearings

@ Masonry Anchor Masonry Sole UBP +

Vertical Plate Bolt Plate Plate LBP +

Load Width Gage Thickness | Thickness | Disc Ht. see note
(kips) (in.) (in.) (in.) (in.) (in.) @
300 19 1/2 13 1/2 3/4 7/8 3 5/8 5 3/8
400 21 15 3/4 7/8 3 5/8 5 3/8
500 22 1/2 16 1/2 3/4 1 3 5/8 5 1/2
600 24 1/2 18 1/2 1 1 4 1/8 6 1/4
700 26 1/2 20 1/2 1 1 4 1/4 6 3/8
800 28 1/2 22 1/2 1 1 4 7/8 7
900 30 24 1 1 5 1/8 7 1/4
1000 32 26 1 1/4 1 5 1/4 7 5/8

Expansion Disc Bearings

@ Masonry | Anchor | Masonry Sole UBP +

Vertical Plate Bolt Plate Plate LBP +

Load Width Gage Thickness | Thickness | Disc Ht. see note
(kips) (in.) (in.) (in.) (in.) (in.) @
300 25 1/2 19 1/2 3/4 7/8 3 3/4 5 1/2
400 27 21 3/4 7/8 4 1/8 5 7/8
500 28 1/2 22 1/2 3/4 1 4 5/8 6 1/2
600 30 1/2 24 1/2 1 1 5 1/4 7 3/8
700 32 1/2 26 1/2 1 1 5 1/2 7 5/8
800 34 1/2 28 1/2 1 1 6 8 1/8
900 36 30 1 1 6 1/2 8 5/8
1000 38 32 1 1/4 1 6 3/8 8 3/4

(D Refers to the maximum unfactored DL+(LL+IM) reaction.

(@ Includes sole plate, upper bearing plate (UBP), disc, lower bearing plate (LBP), masonry
plate, and 1/8" preformed bearing pad thicknesses.
For final height, adjust by adding 1/8" per percent of grade to the overall height shown in

the table. Show the slope required on the sole plate to accommodate the required grade.

Notes

® Bearings of these sizes will accommodate .02 radians rotation.

® The bolt gages shown are for square masonry plates.

* The thicknesses listed for the masonry plate, sole plate, upper bearing plate (UBP), lower
bearing plate (LBP), and polyether-urethane elastomeric disc are estimated to ensure that
the total bearing height satisfies design requirements.
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Fixed Disc Bearings
@ Masonry Anchor Masonry Sole UBP +
Vertical Plate Boilt Plate Plate LBP +
Load Width Gage Thickness | Thickness | Disc Ht. see note
(kN) (mm) (mm) (mm) (mm) (mm) @
1334 495 343 19 22 92 136
1779 533 381 19 22 92 136
2224 572 420 19 25 92 139
2669 622 470 25 25 105 158
3114 673 521 25 25 108 161
3559 724 572 25 25 124 177
4003 762 610 25 25 130 183
4448 813 661 32 25 133 193
Expansion Disc Bearings
[©) Masonry Anchor Masonry Sole UBP +
Vertical Plate Boilt Plate Plate LBP +
Load Width Gage Thickness | Thickness | Disc Ht. see note
(kN) (mm) (mm) (mm) (mm) (mm) @
1334 648 496 19 22 95 139
1779 686 534 19 22 105 149
2224 724 572 19 25 117 164
2669 775 623 25 25 133 186
3114 826 674 25 25 140 193
3559 876 724 25 25 152 205
4003 914 762 25 25 165 218
4448 965 813 32 25 162 222

(D) Refers to the maximum unfactored DL+(LL+IM) reaction.
(@ Includes sole plate, upper bearing plate (UBP), disc, lower bearing plate (LBP), masonry
plate, and 3mm preformed bearing pad thicknesses.

For final height, adjust by adding 3mm per percent of grade to the overall height shown in
the table. Show the slope required on the sole plate to accommodate the required grade.

Notes
® Bearings of these sizes will accommodate .02 radians rotation.

® The bolt gages shown are for square masonry plates.

* The thicknesses listed for the masonry plate, sole plate, upper bearing plate (UBP), lower
bearing plate (LBP), and polyether-urethane elastomeric disc are estimated to ensure that
the total bearing height satisfies design requirements.
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